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1.0 Start Catalyst Feed Pump (reference procedure)

2.0 Start Catalyst Feed Pump (use every time procedure)
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Figure 1- Catalyst Feed
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Purpose

To start Catalyst Feed Pump during normal unit conditions.


Safety and Precautions

Contact with the following hazardous chemicals is possible:

· Catalyst


References

1. Procedures to be used with this procedure


Special Equipment

1. Face Shield, Chemical Splash Suit, Approved Chemical Gloves and Boots are required when disconnecting hoses, flanges, tubing fitting or removing bleeder plugs.


Prerequisites

1. All maintenance on the Catalyst Feed System is complete.

2. Reactor ready to accept Catalyst Feed.


Procedure

1. 0
Start Catalyst Feed Pump (reference procedure)

1.1. VERIFY Catalyst Makeup Tank Level is greater than 12 feet.

NOTE:
The dip stick has four marks each indicating ¼ level.

1.2. IF oil level in sump is below ¾,

THEN FILL sump with ACC034 oil.

CAUTION
Vessel over pressurization or depressurization may occur if the following steps are not performed properly.

1.3. VERIFY CFP-001, Catalyst Feed Pump Suction Valve is OPEN.

1.4. LINE UP gland seal as follows: 

1.4.1. OPEN GS-750, Catalyst Feed Pump Gland Seal Supply

1.4.2. OPEN GS-751, Catalyst Feed Pump Gland Seal Return

WARNING

Starting the Catalyst Feed Pump has caused catalyst to spray from around the discharge strainer seal causing personnel injury.

1.5. ENSURE Catalyst Feed Pump Discharge Strainer splash cover is in place.

1.6. OPEN CFP-002, Catalyst Feed Pump Discharge Valve.

1.7. WHEN Reactor Level is 32 feet (29 - 35 feet),

THEN START Catalyst Feed Pump.

0
Start Catalyst Feed Pump (use every time procedure)


Initial
1.8. VERIFY Catalyst Makeup Tank Level is greater than 12 feet.



NOTE:
The dip stick has four marks each indicating ¼ level.

1.9. IF oil level in sump is below ¾,

THEN FILL sump with ACC034 oil.



CAUTION
Vessel over pressurization or depressurization may occur if the following steps are not performed properly.

1.10. VERIFY CFP-001, Catalyst Feed Pump Suction Valve is OPEN.



1.11. LINE UP gland seal as follows: 

1.11.1. OPEN GS-750, Catalyst Feed Pump Gland Seal Supply



1.11.2. OPEN GS-751, Catalyst Feed Pump Gland Seal Return



WARNING

Starting the Catalyst Feed Pump has caused catalyst to spray from around the discharge strainer seal causing personnel injury.

1.12. ENSURE Catalyst Feed Pump Discharge Strainer splash cover is in place.



1.13. OPEN CFP-002, Catalyst Feed Pump Discharge Valve.



1.14. WHEN Reactor Level is 32 feet (29 - 35 feet),

THEN START Catalyst Feed Pump.
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Figure 1- Catalyst Feed
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